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VFD

POWER WIRING
BY E.C.

POWER WIRING
BY E.C.

M

LOCAL DISCONNECT

SWITCH W/N.O.
CONTACT. SWITCH

SHALL SIGNAL VFD

WHEN IN THE OFF
POSITION.

2-#12 IN
3/4"C. BY E.C.

POWER WIRING

BY E.C.

  TO

CIRCUIT

WIRE TERMINATIONS

BY CONTROLS

CONTRACTOR

1
VFD-LOCAL DISCONNECT SWITCH WIRING DIAGRAM

SCALE = NTS

RECESSED FLOURESCENT

PROVIDE 12 GUAGE GALVANIZED
SUPPORT WIRE FROM LUMINAIRE
TO STRUCTURE ABOVE CEILING
(TYP. EACH CORNER)

LUMINAIRE (TYP.)

SUPPORT LUMINAIRES
INDEPENDENT OF
CEILING GRID

STANDARD PIPE
STRAP

1 1/2" THREADED ROD-
LENGTH VARIES

TO SECOND UNISTRUT
CHANNEL IF REQUIRED

UNISTRUT CHANNEL W/
CLAMPING NUTS
(MATCH CONDUIT NATERIAL)

C-CLAMP HANGER

CONDUIT

WIDTH VARIES
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LIGHT FIXTURE SUSPENSION DETAIL

SCALE = NTS

5
CONDUIT SUSPENSION DETAIL

SCALE = NTS

STARTER BY

DIVISION 15
INSTALLED BY

LENGTHS AS

LISTED BELOW

NOTE:

AT TERMINALS WHERE FLEXIBILITY IS REQUIRED,

LENGTHS SHALL NOT EXCEED:

1)

2)

3)

3 FEET FOR TRADE SIZES 1/2" THROUGH 1 1/4"

4 FEET FOR TRADE SIZES 1 1/2" THROUGH 2"

5 FEET FOR TRADE SIZE 2 1/2" AND LARGER

MOTOR

BY OTHERS

DIVISION 16

INCOMMING

POWER
CONDUIT

FLEXIBLE

SEALTITE
CONNECTION

NOTES:

LABEL SHALL BE DISPLAYED ON ALL SWITCHBOARDS,

PANELBOARDS, TRANSFER SWITCHES AND PULLBOXES

(MULTIPLE VOLTAGES)

NAMEPLATE SHALL BE WHITE LETTERING ON BLACK

MICARTA.

IF ONLY ONE VOLTAGE IS PRESENT, LABEL SHALL

INDICATE ONLY THAT RESPECTIVE VOLTAGE.

1.

2.

3.

4"

2"

3"

1/4"1/4"

1"

3/16"

3/16"

1/8"

1/4"

1/4"

1/4" TWO LINES1/4" SINGLE LINE

2 - 1/8" HOLES

SELF TAPPING

SCREWS

1. BLACK MICARTA WITH WHITE ENGRAVED LETTERS, 3/8" HIGH

2. FASTEN TO EQUIPMENT WITH SELF TAPPING SCREWS.

3. PROVIDE NAMEPLATES FOR THE FOLLOWING:

  A. PANELS, MDP POSITIONS, OVENS, COOLERS

  B. FUSED SAFETY SWITCHES, STARTERS, CONTROL PANELS

  C. CONTROL DEVICES OUT OF SIGHT OF CONTROLLED EQUIPMENT

  D. ALL CONTROL DEVICES, SWITCH AND PILOT LIGHTS, REMOTE SWITCHES, ETC.

4. SUBMIT LISTING OF NAMEPLATES FOR APPROVAL.

NOTES:

PANEL L2

FEEDER
TO/FROM

PANEL L2/P2
4-#1 & 1-#8 G

ENLARGED LABEL

PANEL P2

LABEL SHALL BE SELF-ADHESIVE
TYPE, WHITE W/BLACK LETTERS
AT BOTH ENDS OF CONDUIT, AND
ALL PULLBOXES. SPACE 50' ALONG
CONDUIT MAXIMUM.

3
MOTOR CONNECTIONS

SCALE = NTS
4

BRANCH WIRING IDENTIFICATION
SCALE = NTS

6
FEEDER LABELING DETAIL

SCALE = NTS
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NAMEPLATE DETAIL

SCALE = NTS

VFD BY  OTHERS

J

AIR HANDLER

RETURN SUPPLY

VFD VFD

BY E.C.

TO
FIRE
ALARM
SYSTE
M

PROVIDE
D
BY H.C.

TO
CIRCUIT

BY E.C.

FURNISHED BY
E.C.,
INSTALLED BY H.C.,
WIRED BY E.C.

8
AIR HANDLING UNIT WIRING DIAGRAM (AHU-N1 & S1)

SCALE = NTS

J
TO

CIRCUIT

CONNECTION POINT
FOR LINE VOLTAGE
CIRCUIT WITH
INTEGRAL
DISCONNECT

CONTROLLER

FAN COIL UNIT

FLEXIBLE
CONDUIT

9
FAN COIL UNIT WIRING DIAGRAM

SCALE = NTS

JM

    TO
120 VOLT, 1∅
  CIRCUIT

4" SQUARE
JUNCTION BOX
W/CIRCUIT
NAMEPLATE

MOTORIZED
OPERATOR

ELECTRICAL CONTRACTOR
TO MAKE FINAL
CONNECTIONS

FLEXIBLE
CONDUIT

      DAMPER
(BY HVAC CONTRACTOR)
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MOTORIZED DAMPER WIRING DIAGRAM

SCALE = NTS

1
8
" 

A
F

F

8
" 

M
IN

. 1-1/4"" EMT CONDUIT

EMT COMPRESSION FITTING

4"x 4" x 2.25"
JUNCTION BOX

COVER PLATE & JACKS
BY DIVISION 27 CONTRACTOR

MUD RING

1-1/4"" EMT CONDUIT w/ PULL STRING

NYLON BUSHING

SUSPENDED CEILING
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TELECOMMUNICATION OUTLET ROUGH-IN DETAIL
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LOC
DISC
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TO
CIRCUIT

TO
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BY E.C.
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POWER PACK
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BUILDING 9 -
SECOND FLOOR RENOVATION

542-13-105

JJD JMZ

1400 Blackhorse Hill Road
Coatesville, PA 19320

E600

ELECTRICAL DETAILS

05 / 12 / 14 125112
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NOT TO SCALE
13

SENSOR WITH 0-10v DIMMING CONTROL WIRING DIAGRAM

NOT TO SCALE
14

TYPICAL SENSOR CONTROL WIRING DIAGRAM


